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APPLICATIONS WITH SPECIAL WIRING HOOK-UP

Listed below are applications for models 791816-100C and 791816-101C that time to a cylinder
other than no. 1 or have a wiring sequence different from that shown above.  Time the magnet
disc to the cylinder indicated and leave all leads not assigned open-circuited (not connected).  
NOTE:  x = not used.  With these applications, the alarm output (section 9.0) cannot be used as
it will always be in the faulted condition.

ENGINE MODEL
APPLIC.
SWITCH

TIME
TO

CYL.# A B C D E F K L M N P R S T U V 

Caterpillar 3516      D     2 2 5 6 3 4 9 10 15 16 11 12 13 14 7 8 1

Caterpillar G379      C     1 1 8 x 5 4 x 7 2 x 3 6 x x x x x

Caterpillar G399      D     2 2 11 12 3 4 9 10 15 16 5 6 13 14 7 8 1

Clark MA-8, HMA-8      B      1 1 6 x x 4 7 x x 2 5 x x 3 8 x x

I-R 4JVG, 4XVG, PVG-4      C      1 1 x x 2 x x x 3 x x 4 x x x x x

I-R 6JVG, 6SVG            C      1 1 x x 6 2 x x 4 3 x x 5 x x x x

I-R 6XVG, PVG-6           C      1 1 x x 2 4 x 3 5 x x 6 x x x x x

I-R 8JVG, 8SVG            D      8 8 x 5 x 7 x 6 x x 1 x 3 x 2 x 4

I-R 8XVG, PVG-8           C      1 1 8 x 3 6 x 4 5 x 2 7 x x x x x

I-R 48KVG, 83KVG          B      1 1 x 3 x 2 x 4 x x 5 x 7 x 6 x 8

I-R 82KVG                 B      1 1 8 x x 3 6 x x 4 5 x x 2 7 x x

MWM G232V6                C     A1 A1 x x B2 A3 x x B1 A2 x x B3 x x x x

MWM G232V8                C     A1 A1 x B2 A3 x B1 A4 x B3 A2 x B4 x x x x

Superior 16G825      H*    1L 1L 3R 3L 7R 7L 4R 4L 8R 8L 6R 6L 2R 2L 5R 5L 1R 

Superior 16GT825      H*    1L 1L 3R 3L 2R 2L 5R 5L 8R 8L 6R 6L 7R 7L 4R 4L 1R 

Waukesha H2475G           C     1R 1R 4L x 3R 2L x 4R 1L x 2R 3L x x x x x

Waukesha H2476G           C     1R 1R 4L x 3R 2L x 4R 1L x 2R 3L x x x x x

Waukesha P9390G -new      D    1L 1L 3R 3L 7R 7L 5R 5L 8R 8L 6R 6L 2R 2L 4R 4L 1R 

Waukesha P9390G -old      D    8L 8L 6R 3L 2R 7L 5R 4L 8R 1L 3R 6L 7R 2L 4R 5L 1R 

* Applies to unit 791816-100C only.






















