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Specifications
Power Requirement …………….……… C.D. ignition (100-400V.) or 

Magnetic pickup (3-20V. peak)

Hazardous Area Classification …….. Class I, Div. 1 and 2, Group C and D 
See “To Order” below for details

Instrument Display ………….………….. 5-digit LCD, 0.4” height

Instrument Range: 
RPM Indication ……...…………………. 0-9999 (engine),  0-99,900 (turbo)
Hours Indication …………….………... 0-99,9999 (settable)

Instrument Accuracy …………………… ±0.5% of reading, ±1 digit

Display Update Rate ……………………. 1 per second (with software filter)

Output Switch Rating ……..………….. 400 Vdc, 140 mA continuous N.O.

Ambient Temperature Rating ..…… -40°F. to +175°F. / -40°C. to +80°C. 

To Order
Tachometer with Overspeed and Hourmeter:

4-1/2” Round Case ….……………………………………….….…....……… DTHO-1201
Rectangular Case ……..……………..………………….…..….………..….. DTHO-3201

CLASS I, DIV. 1 & 2, GROUP C & D HAZARDOUS AREAS (INTRINSICALLY SAFE)
Ignition-powered, use Altronic Barrier and Cable listed below:

Negative Ground Ignition ……………………….………….……...…….. 690107
Positive Ground Ignition …………….…………….………….……...…… 690108
Cable Assembly …………………………….………….………….…....…..… 693106-1 

Magnetic Pickup-powered, use Pickup and Cable from list below:
Pickup 5/8”-18 x 1.75”……………………………….……….……………… 691118-1   
Pickup 5/8”-18 x 2.50”……………………………….……….……………… 691118-2   
Pickup 5/8”-18 x 3.00”……………………………….……….……………… 691118-3   
Pickup 5/8”-18 x 4.50”……………………………….……….……………… 691118-4   
Pickup 5/8”-18 x 6.00”……………………………….……….……………… 691118-6  
Cable 10 ft. length …………………………………….………………………. 693104-1
Cable 20 ft. length …………………………………….………………………. 693104-2
Cable 30 ft. length …………………………………….………………………. 693104-3
Cable 40 ft. length …………………………………….………………………. 693104-4
Cable 50 ft. length …………………………………….………………………. 693104-5

Pneumatic Output Interface, use solenoid below for hazardous areas:
2-way valve ………………….………..…………………..…………..….……… 690019-1
3-way valve ………………………………………………..……………………… 690019-2
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